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1. CAMERA B 122 WAS USED IN MISSION 8826 FLOWN ON 25 JUNE 1965,
PROCESSING WAS ACCOMPLISHED BY NAV RECON TECH SUPPCEN.,
2. ORIGINAL NEGATIVE:
A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GOOD.
B SR SIDE: CHEMICAL SPOTS APPROXIMATELY #.2" IN DIAMETER
ARE LOCATED 8.8 APART AND 3,9" FROM THE INBOARD EDGE OF THE FILM
IN FRAMES 201 TO 20, SEVERAL SCRATCHES AT 4.3", 3.7" 2.7", AND 1,87
FROM THE INBOARD EDGE ARE ALSO PRESENT IN THE FIRST 28 FRAMES.
A PLUS DERSITY LINE 2.2" FROM THE INBOARD SIDE RUNS CONTINUOUSLY
FROM FRAH? 827 TO 158 AND THEN BECOMES INTERMITTENT, OCCURRING ©9 JUN 1965

WITH DECREASING FREQUENCY, UNTIL FINALLY IT IS NOT SEEN AFTER FRAWER mawes 7

Oy No. |7 Ohea | Act

1260. PRESSURE ROLLER STATIC IS IN EVIDENCE ALONG BOTH EDGES 7 Tim
. J Cadn

THROUGHOUT THE MISSION BUT IS CONFINED TO THE OUTER 8.25" ON EAC#&—'E 2:,;,‘;'

SEC BR

- SIDE. A WAVERING PLUS DENSITY STREAK ABOUT 1.3" FROM THE INBOAR PaDS

CsD

EDGE IS PRESENT INTERMITTENTLY IN THE LAST TWO OF THE ELEVEN PARTS PD

PD

OF THE MISSION. A HEAT SPLICE EXISTS IN THE FORMAT OF FRAME 125$; PSD

PSD-iC8

PID

AND MANUFACTURING SPLICES ARE LOCATED IN FRAMES 529 AND 1874, }f7 TID el

C. SL SIDEs MINOR INBOARD EDGE FOG IS EVIDENCED THROUGHOU]
, , PAG

THE MISSION. THE VERTICAL POSITION INDICATOR LIGHT WAS INOPERATIVE | omeis
SPAD
DURING THE MISSION ON THIS SIDE. MINUS DENSITY DOTS SPACED 0.8"| _ | oo
APART ARE LOCATED 1.1% FROM THE OUTBOARD EDGE OF THE FILM IN FRAMES .

@1 TO 188, FLARE IS PRESENT ADJACENT TO THE DATA CHAMBER IMAGE
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THRoueﬁﬁgx. MYLAR TAPE WAS USED IN MAKING THE BREAKDOWN SPLICE
IN FRAME 1238 DUE TO AN IMPROPER CUT DURING PROCESSING., A WAVERING
PLUS DENSITY STREAK APPROXIMATELY 1.5" FROM AND PARALLEL TO THE
INBOARD EDGE IS PRESENT IN FRAMES 1808 TO 2879, A TOTAL OF EIGHT
HEAT SPLICES ARE PRESENT BETWEEN FRAMES, AND A MANUFACTURING SPLICE
WITH ASSOCIATED HANDLING MARKS IS IN THE FORMAT OF FRAME 556.

D. BOTH SIDES OF THE MISSION CONTAINED TITLED FRAMES NUMBERED
FROM §@801 TO 2493,

E. THERE WERE NO MAJOR CAMERA OR PROCESSING MALFUNCTIONS
IN THE MISSION.

3. POSITIVE:

A. THE PI SUITABILITY IS GOOD.

B. THE PRINTING AND PROCESSING WAS GOOD.

C. CLOUDS OBSCURED APPROXIMATELY 25 PERCENT OF THE MISSION.
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